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How to Install Seals 

  
·  Do not install carpet rods and rubber seal prior to painting. 

·  Do not install carpet rods and rubber seal until surface coatings are thoroughly dry.  

·  The slide plate and shaft assembly should be installed before the carpet rods and 
rubber seal.  

·  Open the gate to approximately the 2/3 open position, and remove one plug on the 
side of the gate closest to the shaft and the two plugs on the end of the gate (front 
of gate).  

 
 
FIRST: install the longest carpet rod 
across the top of the back of the outlet by 
pushing the carpet rod in through one of 
the side threaded openings (picture #1).   
Insert the carpet rod until flush with the 
coupling as shown in picture #4.  Using the 
insertion tool, push the carpet rod fully in 
until the insertion tool stops (picture #5 and 
#6).  Once fully inserted the carpet rod will 
resemble picture #7. 

 
 
Picture #1 

 
SECOND: the two shorter side carpet rods are pushed in fully through each of the threaded 
plug openings at the front of the gate (picture #2).  As the carpet rods are inserted they must 
be guided on the inside of the outlet gate to pass on top of the gate plate and the side 
supports (pictures #3A and 3B).  Insert the side carpet rods until flush with the coupling as 
shown in picture #4.  Using the insertion tool, push the two carpet rods fully in until the insertion 
tool stops (picture #5 and #6).  Once fully inserted the carpet rods will resemble picture #7. 

 
 

 
 
       Picture #2 

 
 
         Picture #3A 

 
 
        Picture #3B 

 
         
       Picture #4 
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Picture #5 

 
Picture #6 

 
Picture #7 

 
THIRD: install the rubber seal, with a 5/16” diameter steel rod loosely inserted inside the 
rubber tube, which is snapped into position from the underside of the outlet across the front. 
The pictures 8, 9, and 10show the front end of the outlet with the seal being snapped in place 
by working it over each of the front gate supports.  The rubber seal will sit under and 
support the side carpet rods, as seen in the picture #10. 

 
 

 
 

                    Picture #8 

 
 

                      Picture #9 

 
 

                      Picture #10 

 
 
FOURTH: re-install all plugs to the gate.  
Ensure that a maximum of three (3) pipe 
threads or less is exposed (picture #11 & 
12).  Fully cycle the gate (open, close, lock 
& unlock) to ensure all carpet rods and 
rubber seal have been installed properly and 
the gate is functioning properly.  If, during 
the functioning of the gate, the side carpet 
rods fall, then they have not been installed 
properly.  Repeat the procedure, starting at 
the second step. 

              

         Picture #11                                   Picture #12               
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How to Remove the Seals 

·  With the gate fully open, remove the rubber seal at the lower inside front end of 
the outlet.  

·  Remove all four 1” plugs.  

·  The two side carpet rods can be removed by prying them from their front ends 
down into the hopper opening (see pictures below).  

·  The carpet rod over the back of the gate is pushed out with a rod inserted through 
one threaded opening forcing the carpet rod out the opposite side. 

 
 
 
 
 

  
 
 
 

For additional support, please contact us by: 
 
Telephone: (514) 421-0177 
E-Mail: Sales@davanac.com 
Web site: www.toggle-lock.com 
 


